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 Features: Features  
* direct selectable temperature 
 values according to DIN IEC 751 
* Temperature ranges from 
 -200°C to +500°C  
* 5°C steps over wide ranges  
* high reliability 
* independent of calculation 
 tables and resistance values 
* compact construction using 
 INTEGRATION TECHNIQUES 
* Option : calibration certificate 
 

Application: In industrial, heating, ventilation and refrigeration  Application  
industries and medical technology in laboraties. 

* for simulation  of Pt-thermometers 

* to adjust and control  measurement, control and 
recording instruments 

* for the control  of installed measurement cables. 

Adjustable temperature values °C  

-200 -180 -160 -140 -120 -100 -90 -80 -70 -60 
-55 -52 -45 -40 -35 -30 -25 -20 -15 -10 

-5 0 5 10 15 20 25 30 35 40 
45 50 55 60 65 70 75 80 85 90 
95 100 105 110 115 120 125 130 135 140 

145 150 155 160 165 170 180 190 200 210 
220 230 240 250 260 270 280 300 320 340 
360 380 400 450 500      

Tolerance at 23°C ± 5K class I: 0,1% of Tabs or ± 0,15K 
 class II: 0,2% of Tabs or ± 0,15K 

Conduction simulator ISL: 0 /2 /5 /10 /20 Ω 

Temperature coeffizient: ± 50 ppm/K 

Load: max. 0,3 W 
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We reserve the right to carry out modifications, es pecially those which improve the 
product. All correspondence occurs without referenc e to the Patent position.  

Ambient temperature: - 20°C....23°C ...70°C 
 

Construction  Rotary switch: shortcircuit switch method, gold plated hard 
 silver contacts set level in ceramic 

Resistance: thin film technique integrated at the switch 
level 

Connections: screw and plug sockets 4 mm∅. 
Connections in 2, 3 or 4 conductor technique 
are possible. 

Housing: enamelled sheet steel housing, completely 
electromagnetically screened 

Dimensions: 116 x 100 x 28 mm 

Weight: about 400g 

Delivery form ISP 2000 3 temperature switch and 1 conductor 
 simulator in a common housing 

Switch: Individual pairs of ranges as well as the 
conductor simulator can be delivered for 
separate installation in equipment. Special 
designs of tolerances and temperature 
steps on request. 

Ordering example  ISP 2000 1 unit Pt 100 simulator type ISP 2000, 
tolerance class I, with calibration 
certificate 
 

Calibration  Option Calibration certificate:  
laboratory  The calibration is done with measurement equipment which is several 

times more accurate than the calibrated object. The measurement 
equipment is tracable to the national standards at the PTB (Physical 
Technical Federal Institute). 
With this calibration certificate you prove the required ISO 9000 
traceability to national standards. 

Delivery program HYBRIDS Thick-film, Thin-film and SMD technology 
DECADES Resistors, capacitors, voltages,currents, current drains, attenuation 
SIMULATORS Pt-100, Pt-500, Pt-1000, Ni 100, thermoelements, pH-values, conductivity, 

measurement transducers, strain gauges 
CALIBRATORS for current loops and multimeters 
SWITCHES rotary switch/resistance combinations, attenuation components and 

resistance indicators, also with binary control. 


